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timeCard premium transponder MIFARE DESFire EV2

Data sheet
The timeCard MIFARE DESFire EV2 premium transponder offers 
a combination of modern, flat design, paired with the highest 
degree of security and quality currently available.

The timeCard premium transponder MIFARE DESfire EV2 is 
made of robust, matt polycarbonate. 
The ultrasonic welding of the stainless steel frame makes it 
waterproof. The eyelet will not break out in normal daily use. 
The transponder is detectable in most cases due to the frame. 
This is a great advantage, for example, in the food industry.

Data protection and security (CC EAL5+ certified) as well as SO 
ISO/IEC 14443 A 1-4 and ISO/IEC 7816 conformity are guaran-
teed.

The timeCard premium transponder MIFARE DESFire EV2 can 
easily be integrated into your existing timeCard system. (Except 
for Assa Abloy access components of the Aperio Line V2).
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Technical data
timerCard Premium Transponder MIFARE DESFire EV2

Properties
System MIFARE® DESFire EV2

Data transfer Non-contact, 
capacitor-aided transponder 70pF

Frequency 13,56 MHz
Memory capacity, total 8 K
Compatibility Downward-compatible with MIFARE® DESFire EV1

Dimensions Lid ø 34.3 mm, total ø 35 mm, thickness 4.5 ± 0.1 mm 
Length 43.4 mm

Weight 5 g
IP protection class IP 65 water-tight

Temperature range up to 100°C functionality -20°C ...+55°C (technology-de-
pendent), humidity: 0-95% rh, no condensation

Certification

Common Criteria EAL5+ 
SO ISO/IEC 14443 
Authentication 
SO ISO/IEC 14443 A 1-4 and ISO/IEC 7816 conformity

Printing REINER SCT logo
Colour Black matt

Material Housing: polycarbonate Frame: stainless steel ultrasoni-
cally welded

Order data / service / accessories

REINER SCT article number

2749600-501 timeCard Premium Transponder 5 DES
2749600-502 timeCard Premium Transponder 10 DES
2749600-503 timeCard Premium Transponder 25 DES
2749600-504 timeCard Premium Transponder 50 DES
2749600-505 timeCard Premium Transponder 100 DES
2749600-506 timeCard Premium Transponder 250 DES
2749600-507 timeCard Premium Transponder 500 DES

EAN-Code

4011170083690 timeCard Premium Transponder 5 DES
4011170083706 timeCard Premium Transponder 10 DES
4011170083713 timeCard Premium Transponder 25 DES
4011170083720 timeCard Premium Transponder 50 DES
4011170083737 timeCard Premium Transponder 100 DES
4011170084246 timeCard Premium Transponder 250 DES
4011170084253 timeCard Premium Transponder 500 DES

Areas of application

Time recording on the timeCard Terminal 3, timeCard Multiter-
minal RFID (DES), timeCard Web-Terminal comfort. 

Access control on the timeCard external RFID reader (DES), 
Assa Abloy Aperio components of Version 3 (installed in your 
timeCard System)

Compatibility with Assa Abloy Aperio Version 2 Attention: not compatible with Assa Abloy cylinders and fittings 
of the Aperio-Line Version 2
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